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The supplying company of this product has confirmed that this 

product, Person Protection Switch with No-Volt Switch-off 

named by us, Glashobby-webshop as PPS-NVS-10115 

Meets the following Standards and Norms: 

HD 639 S1:2002 + A1:03 

VDE 0620-1:2005 

ICE 60884-2-5:1995 

ICE 60884-1:2002 

According the provisions of the guideline(s): 

Low Voltage Guideline 2006/95/EG 

EG-EMV-Guideline 2004/108/EWG 

 

For questions please contact us: 

Glashobby Webshop 

Regge 9, 3904 NM Veenendaal, The Netherlands 

Tel: +31 (0) 318 502 037 

Internet: www.glashobby-webshop.nl 

E-Mail: info@glashobby-webshop.nl 

Monday 10:00 hr. Friday 17:30 hr.  
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Dear customer, 
 
 
Thank you for buying this product. 

This product has been tested and meets the requirements of the applicable European and 
national guidelines. The CE conformity has been confirmed and the corresponding 
declarations are available from the manufacturer. Take notice of these operating 
instructions, to obtain the delivery- and safe operation conditions of this item. Therefore, 
please read the entire operating manual and follow all operating and Safety instructions 
before using the product!  

Scope of delivery 

- Personal Protection Switch 
- User manual 

The safety instructions should absolutely be noted! 

This manual belongs to the named product. It contains important information concerning 
operation and handling. Please consider that, when you pass it on to third parties. Retain 
these instructions for future reference. 

Safety advices 
 
The residual current circuit breaker is equipped with a test button. The functional 
properties have to be tested before starting work and at regular intervals (min. 1 x per 
week). If the residual current circuit breaker in this test  doesn’t shut down properly, 
there is no personal protection! The device has to be replaced then immediately!  In case 
of damage, caused by not following the rules in this User manual, will lead to loss of 
warranty. We accept no liability for consequential damage. 

- For safety and certification (CE), unauthorized Conversion and / or modification of the 
product is prohibited. Never decompose this product. 

- The product is not suitable for children. Children cannot oversee the dangers involved 
when dealing with electrical appliances. Therefore, Keep electric equipment out of 
reach of children !  

- The structure of the product corresponds to Protection Class 1. As power source only a 
proper grounded electrical outlet, meant for (230 V ~ / 50 Hz) may be used. 

- In a commercial environment, one has to follow the regulations of the accident 
prevention regulations of the formal existing institutes for electric installations and 
equipment.  

- In schools, training centres, clubs and self-help workshops, only trained personnel will 
have the responsibility for operation and monitoring the product.  

- Be careful when handling the product. Knocks, blows or a fall from a low height can 
damage it.  

- Never use the product if it comes from a cold to a warm environment. In such cases 
moister could condensate in or around the product housing under certain 
circumstances.  This can lead to destruction of the product. Let the product first come 
to room temperature before you connect it to the mains voltage. Evaporation of 
condensate, depending on the circumstances, can take several hours. 

- Do not touch the product with damp or wet hands. 
- Make sure that the insulation of the entire product is not damaged or destroyed. 

Test the product before each use, for damages. If you notice any damage, do not connect 
the product to the power supply. It can be fatal ! 

If the product will not be used for a long period of time, then disconnect it from the mains 
by unplugging it from the outlet. 

Avoid the following environmental conditions at the site or during transport: 

- Moisture or excessive humidity 
- Extreme cold or heat 
- Dust or flammable gases, vapors or solvents 
- Strong vibrations 
- Strong magnetic fields, such as near machines or loudspeakers 

 

 

 

 

 

 
 
Maintenance and Cleaning 

 
The product is Maintenance Free, so never disassemble it. There are no serviceable parts 
inside the product. In addition, you will lose the CE Approval and the warranty. 
 
Before cleaning, unplug the residual current circuit breaker from the power outlet. 

- You may clean the product with a soft, clean, dry and Lint-free cloth. 
- For the removal of heavy contamination, moisten the cloth with lukewarm water. 
- Do not use solvent-based cleaning agents. The plastic housing and the text labels can 

be damaged by it. 

Wait until the residual current circuit breaker is completely dry before plugging it back 
into the wall outlet. Otherwise, there is a risk of a fatal electric shock.  

Disposal  

- Dispose an unserviceable product, in accordance with the local applicable and legal 
requirements.  

Operation (only for private use) 

- Plug the residual current circuit breaker into the outlet. 
- Push in the Orange Reset button. 
- For the operational readiness, a red icon appears in the window. 
- Press the Red test button. Herewith, a fault current is simulated. 
- With proper functioning of the safety switch, now it disconnects the consumer from 

the power grid. This is displayed in the window by the switched off red light. 
- A proper functioning product is the only guarantee for the protection of man and 

animal. 
- For operation, push the Orange reset button again. 
- Now consuming equipment can be plugged in. 

Features and Specifications 

 
Leakage current shutdown: <30 mA 
For voltage: 230 V ~ / 50 Hz 
Maximum Load: 16 A (3,680 W) 
Number of switched poles: 2-poles  
Group fuse: 16 A 
Protection class: IP 54 
Dimensions: 126 x 50 x 88 mm 

Intended use 
 
The portable residual current circuit breaker with no-volt switch-off, is designed for 
construction sites, as well as for home and garden area. It is simply connected between the 
power supply and consumer equipment and offers optimal protection against contact with 
live current and restarts of a machine after voltage failure followed by a recovery. 

Typical application examples 

 

Workshop 

Drills, circular saws, soldering irons and stations and other electrical equipment 
 

Household 

Washers, dryers, dishwashers, irons, blow dryers, drying hoods, Vacuum cleaners, food 
processors, toasters, waffle irons, children's toys, Model trains, standing lamps made of 
metal, water treatment installations, heating equipment and lots more. 
 

Garden 

Lawn Mowers, Hedge Trimmer, other Trimmers, Saws, Scarifiers, Garden Pumps, Sockets 
for external use, etc. 
 

Aquariums, Terrariums and Swimming pools 

Lights, Heating Elements, Heating Lamps Pumps, Filter installations, etc. 

Leisure and Holiday 
For safety Power supply In Campers, Caravans, in Tents, etc. 
 
For all the above-mentioned applications, always follow the safety recommendations of 
this manual.  

 


